NOTE: Al Work and materials shall comply in accordance
with the latest edition of the Massachusetts Highway
Department Standard Specifications for Highways and
Bridges, (Latest Edition)

BITUMINOUS CONCRETE
p FOR PATCHING
6" LOAM & SEED MA/Hwy M3.11.02-07
MA/Hwy M1.05.0
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:t:>\\\—-CONTROLED DENSITY FILL
MA/Hwy M4.08.0

OR 6" DENSE GRADED
STONE (3/47)

MA/Hwy M2.01.7

CONTROLED DENSITY FILL
MA/Hwy M4.08.0

OR COMPACTED GRAVEL
MA/Hwy M2.03.0b

95% COMPACTION REQUIRED
(SEE SECTION 401.60)
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CONTROLED DENSITY FILL
OR CRUSHED STONE

OR SCREENED GRAVEL

(MAX STONE3,”)

VARIES MAHwy M2.07.4, M1.03.0
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TYPICAL DRAINAGE TRENCH SECTION

NOT TO SCALE

* BITUMINOUS CONCRETE THICKNESS TABLE

MAJOR COLLECTOR MINOR COLLECTOR LOCAL STREET

TOP 2 INCHES TOP 2 INCHES  TOP 7.5 INCHES
BINDER 2 INCHES BINDER 3.5 INCHES BINDER 2 INCHES

BINDER 3 INCHES ToT7AL 5.5 INCHES TOTAL 3.5 INCHES
TOTAL 7 INCHES




